Username: jziel

Mar 04,

2011 — 3:40pm

Q:\2009\ 09004.6\Phase 2 — Renovations\Mech\02_Drawings\M2.4_BUILDING 33.dwg

I —
0] , ] ;
Tl NN .
2 —)
~
L sTARS ]
[ST31 = ,
1270 _ //
CD-2 S
425 (t 1)
| O []
m
[% |
[] - ; ©
E:lﬁ@@@«md [
5 303
CD-2 \\ ELEVATOR
60
| &
——
I | ;E_
=il )
_ )
J VAV
301
- (EXISTING)
OFFICE
co-2]| L2 ] / VAV \ ELEVATOR
310 \ 302 / — CONTROL
@/ EXISTING) ] ROOM
i 10" ] [304]
0 FEC
I I o mep— &l = o
*’ [] o]
CD-2 / VAV \ CD-2
300 \ 304 / 240
| CD—1 (exisTng) \  OFFICE
110 i /T ==
£ | /S_.s
| ||
I ||
- / VAV \
= \ 303 /
XSTN) |
_ —\ v—/ .
_. 14'x12" , é\h
D, a 1 |
i L0
o | o
° | L
CENTRALIZED W @ W_a Ti
SCHEDULING VYR N
=i 305/ H STAR
= (EXISTING = T35 CD-2
CD-2 @ww@ | il 135
295 s
|
|
M —
o ¥
| 1af .
rllllF WJE @/ i |
Is) I b 1079 |
i i
CD-2 AV _ W E \ _|L__ _Ju_ 7
ﬂ%@ | (EXISTING) | OFFICE
FILE | ~r CD—2 206 ]
CABINETS H— @ VAV | 240
N T 307
s (EXISTING) —
|
\ \ /
AN E— |
m..su _V|A.,_ - g8 K
CD-2 ﬁ CD-2
195 195
OPERATORS
[307]
L ——
HIRD FLOOR PLAN BLDG. b3
] . »
0 4 8 122 168 20 24

SCALE: 1/4 = 1"-0"

GENERAL NOTES:

A, ROUTE DUCTWORK IN COORDINATION WITH OTHER TRADES. HOLD DUCTWORK AS
HIGH AS POSSIBLE AND ROUTE DUCTWORK WITH IN STRUCTURE WHERE POSSIBLE.

B. UNLESS OTHER WISE NOTED SUPPLY DUCT UPSTREAM OF AFCV
IS THE SAME SIZE AS THE DOWN STREAM DUCTWORK. FOR CLEARLY NOT ALL
SIZES HAVE BEEN SHOWN.

C. MOUNT TEMPERATURE SENSOR AT 48" AFF COORDINATE LOCATION OF TEMPERATURE
SENSORS IN LAB SPACES WITH PLUMBING CONTRACTOR.

D. DUCT SIZES INDICATED FOR CONNECTION TO EQUIPMENT MAY DIFFER FROM EXACT
UNIT CONNECTION DIMENSIONS. PROVIDE ALL NECESSARY TRANSITIONS FROM DUCT
SIZES LISTED TO UNIT CONNECTION.

E. TEMPERATURE SENSORS SHALL BE INSTALLED AT 48" AFF UNLESS NOTED
OTHERWISE. COORDINATE JUNCTION BOX INSTALLATION WITH ELECTRICAL
CONTRACTOR.

F. FIRE DAMPERS SHALL BE 1-1/2 HOUR RATED UNLESS OTHERWISE NOTED.

G. CONTRACTOR SHALL PROVIDE ALL NECESSARY TRANSITIONS TO AVOID CONFLICT
WITH OTHER DUCTWORK, PIPING, STRUCTURE, ETC. AS PART OF THIS CONTRACT.
WHEREVER AVAILABLE SPACE ALLOWS, OFFSETS SHALL BE MADE WITH 45 DEGREE
ELBOWS WITH TURNING VANES.

H.  ALL CEILING DIFFUSERS SHALL BE PROVIDED WITH 4—WAY THROW PATTERN UNLESS
OTHERWISE NOTED.

TRANSITION AS NECESSARY FROM DUCT SIZES INDICATED ON PLAN TO EQUIPMENT
DUCT CONNECTION.

J PIPING PENETRATIONS THROUGH RATED ASSEMBLIES SHALL BE FIRESTOPPED IN
ACCORDANCE NFPA-90A.

K. DUCTWORK AND PIPING SHOWN ARE FOR GENERAL ROUTING PURPOSES ONLY.
CONTRACTOR SHALL CONFIRM EXACT ROUTING WITH OTHER TRADES AND PROVIDE
ALL NECESSARY TRANSITIONS, HIGH POINT VENTS AND LOW POINT DRAINS AND
OFFSETS NECESSARY TO INSTALL A COMPLETE AND FUNCTIONING SYSTEM.

L. THE CEILING SPACE FROM THE BOTTOM OF THE CEILING GRID TO A MINIMUM OF 6"
ABOVE THE BOTTOM OF THE CEILING GRID IS RESERVED FOR INSTALLATION OF
CEILING MOUNTED ITEMS (I.E. LIGHT FIXTURES, SPEAKERS, DIFFUSERS). NO PIPING,
DUCTWORK, CONDUITS, ETC., EXCEPT DROPS SERVING THE CEILING MOUNTED ITEMS,
IS ALLOWED TO BE INSTALLED IN THIS SPACE, UNLESS OTHERWISE APPROVED BY
THE RESIDENT ENGINEER.

M. CONTRACTOR IS REQUIRED TO FOLLOW ALL OSHA REGULATIONS CONCERNING
CONSTRUCTION. THE SUPERINTENDENT IS REQUIRED TO HAVE COMPLETED, AS A
MINIMUM, OSHA'S 10-HOUR TRAINING AND BE KNOWLEDGEABLE OF GENERAL
SAFETY REQUIREMENTS FOR CONFINED SPACES, FALL PROTECTION, PERSONAL
PROTECTIVE EQUIPMENT, TRENCHING, SCAFFOLDING, CRANES, ELECTRICAL, ETC.
APPLICABLE SUBCONTRACTORS ARE TO HAVE A COMPETENT PERSON ON SITE WHEN
REQUIRED BY OSHA.

N. IF ACCESSING A CONFINED SPACE, THE CONTRACTOR IS REQUIRED HAVE THEIR
OWN CONFINED SPACE AIR MONITOR AND TO TEST THE AIR PRIOR TO ENTERING
ANY CONFINED SPACE AIR MONITOR AND TO TEST THE AIR PRIOR TO ENTERING
AND CONFINED SPACE. IF THE CONTRACTOR MUST ENTER A SANITARY SEWER
MANHOLE, IN ADDITION TO A CONFINED SPACE AIR MONITOR, THEY MUST HAVE
PROPER OSHA RESCUE EQUIPMENT FOR A PERMIT REQUIRED CONFINED SPACE.
WHERE IT IS NOT POSSIBLE FOR THE VA TO SHUTDOWN AN ELECTRICAL PANEL OR
CIRCUIT, THE CONTRACTOR MUST PROVIDE AND USE THE APPROPRIATE SAFETY
CLOTHING AND EQUIPMENT AS REQUIRED BY NFPA 70E. THE VA WILL BE
MONITORING THE CONTRACTOR’S COMPLIANCE WITH OSHA REGULATIONS. FAILURE TO
COMPLY IS GROUNDS FOR STOPPING WORK.

@ SHEET NOTES:

1. MOUNT CONDENSING UNIT ON ROOF. ROUTE AND SIZE
REFRIGERATION PIPING TO ASSOCIATED FAN COIL UNIT (FC—2) PER
MANUFACTURE’S REQUIREMENTS.

2. MOUNT FAN COIL ON WALL. FURNISH WITH ALL HARDWARE FOR
SURFACE MOUNTING. ROUTE CONDENSATE FROM PUMP AS SHOWN
ON PLUMBING PLANS. COORDINATE EXACT LOCATION WITH
EQUIPMENT IN ROOM.

3. FOR CONTINUATION, REFER TO M2.5-1.

4. TRANSITION NEW LOW PRESSURE DUCTWORK TO EXISTING VAV BOX.
ALL FINAL CONNECTIONS SHALL BE FLEXIBLE.
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